THE ONLY DUTCH
PRODUCER OF VIBRATORY
PLATES AND RAMMERS
WWW.TOBROCO-GIANT.COM

PRODUCTIVITY
More than 45 years of experience has ensured
that the GIANT machines are extremely productive and reliable. Function comes first and that
makes for excellent value for money. With the extensive range there is always a vibratory rammer
or vibratory plate that suits your work. There is a
choice of an electric, petrol or diesel version.

The GP2155G is perfect for interlocking
tiles and paving stones

As standard, the GIANT machines are complete in
their equipment. This ensures an excellent price-quality ratio because there is no need to pay extra
for various options. And is known for their simplicity,
because what is not on it cannot be broken.

QUALITY
GIANT vibratory rammers and vibratory plates are
a solid investment because of their high reliability
and maximum usability. This is due to the fact that
many parts are produced in-house and that Honda
and Hatz engines are used.

Working emission-free with the
electric vibratory plate
The travel direction can easily be adjusted via the handle

SERVICE

ABOUT TOBROCO-GIANT
TOBROCO-GIANT was founded in 1996 and is the manufacturer
of GIANT compaction equipment, wheel loaders, skid steer
loaders, telehandlers and attachments. Today TOBROCOGIANT offers one of the broadest portfolios in the industry when it
comes to compact equipment with a total of 60 different models.
In modern factories in the Netherlands, machines and
attachments are developed and produced in-house. By using
the most modern technology, continuous innovation and
applying the best components from Honda and Hatz, among
others, GIANT machines and attachments are produced with
the greatest care and quality. Every day, the team of more
than 450 employees in the Netherlands, Hungary and America
focuses on complete customer satisfaction with passion and
enthusiasm.

The machines have been developed in such a way
that the parts that require attention are placed on
the outside of the machines or are easily accessible. This makes it easy to perform checks and
maintain the machines.

Precise work through the molded base plate

THE NETHERLANDS
The development and production of vibratory rammers and vibratory plates has been taking place in
the Netherlands since 1976. Machines and parts
are developed and produced in-house from a modern factory in Zwolle. By using the most modern
technology, continuous innovation and the use of
the best components, GIANT machines are produced with the greatest care and quality.

Versatile in use

Powerful performance for good compaction
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GR580G
VIBRATORY RAMMER
Weight:
Working width:
Stroke height:
Frequency:
Engine:
Displacement:
Max. power:
Fuel:

58 kg
19/23/28 cm
62 mm
450-650 p/m
Honda GXR120
121 cc
3 kW
4-stroke gasoline

GP1545G
VIBRATORY PLATE

GR680G
VIBRATORY RAMMER
Weight:
Working width:
Stroke height:
Frequency:
Engine:
Displacement:
Max. power:
Fuel:

68 kg
19/23/28 cm
70 mm
450-650 p/m
Honda GXR120

GR740E
E-VIBRATORY RAMMER
Weight:

74 kg

Weight:

Working width:

19 cm

Working width:

Stroke height:

62 mm

Stroke height:

Frequency:
Engine:

450-650 p/m
Honda GXE2.0S

121 cc

Full Electric:

72V

3 kW

Max. power:

4 kW

4-stroke gasoline

GP1950G
VIBRATORY PLATE

GR800G
VIBRATORY RAMMER

RPM:

3600 RPM

GP1950E
E-TRILPLAAT

Engine:

Weight:

51 kg

Weight:

75 kg

19/23/28 cm

Centrifugal force:

10 kN

Centrifugal force:

13 kN

70 mm

Operating width:

30 cm

Operating width:

45 cm

Frequency:

93 Hz

Frequency:

93 Hz

450-650 p/m
Yanmar L48N

Engine:

Displacement:

219 cc

Displacement:

Max. power:

3,5 kW

Max. power:

Fuel:

4-stroke diesel

GP2155G
VIBRATORY PLATE

98 cc
2,25 kW
4-stroke gasoline

GP2155D
VIBRATORY PLATE

Displacement:

118 cc

Max. power:

2,6 kW

Fuel:

4-stroke gasoline

GP2158SG
VIBRATORY PLATE

Weight:

Centrifugal force:

15 kN

Centrifugal force:

19 kN

Centrifugal force:

19.1 kN

Centrifugal force:

21 kN

Centrifugal force:

21 kN

Centrifugal force:

21 kN

Operating width:

45 cm

Operating width:

50 cm

Operating width:

50 cm

Operating width:

55 cm

Operating width:

55 cm

Operating width:

58 cm

Frequency:

93 Hz

Frequency:

95 Hz

Frequency:

96 Hz

Frequency:

95 Hz

Frequency:

95 Hz

Frequency:

95 Hz

Engine:

Honda GXE2.0H

Engine:

Honda GX160

Engine:

125 kg

Honda GX120

89 kg

Honda GX160

Weight:

Engine:

Weight:

Engine:

109 kg

Fuel:

Honda GX100

80 kg

Honda GX160

Weight:

GP1345G
VIBRATORY PLATE

Weight:

Engine:

103 kg

Frequency:

80 kg

GP1030G
VIBRATORY PLATE

Hatz 1B20

Weight:

Engine:

109 kg

Honda GX160

Displacement:

163 cc

Displacement:

163 cc

Max. power:

1,6 kW

Displacement:

163 cc

Displacement:

232 cc

Displacement:

163 cc

Max. power:

4,1 kW

Max. power:

4,1 kW

Accu (72V):

6,4 kg

Max. power:

4,1 kW

Max. power:

3,4 kW

Max. power:

4,1 kW

Fuel:

04

4-stroke gasoline

Fuel:

4-stroke gasoline

Fast charger 230V:

80% in 1 hour

Fuel:

4-stroke gasoline

Fuel:

4-stroke diesel

Fuel:

4-stroke gasoline
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GP2158SD
VIBRATORY PLATE
Weight:

125 kg

GP2665NLD
VIBRATORY PLATE
Weight:

180 kg

GP3065NLD
VIBRATORY PLATE
Weight:

180 kg

GPR2553G
REVERSIABLE PLATE
Weight:

180 kg

GPR2553D
REVERSIABLE PLATE
Weight:

190 kg

GPR3558G
REVERSIABLE PLATE
Weight:

185 kg

Centrifugal force:

21 kN

Centrifugal force:

26 kN

Centrifugal force:

30 kN

Centrifugal force:

25 kN

Centrifugal force:

25 kN

Centrifugal force:

35 kN

Operating width:

58 cm

Operating width:

65 cm

Operating width:

65 cm

Operating width:

53 cm

Operating width:

53 cm

Operating width:

58 cm

Frequency:

95 Hz

Frequency:

72 Hz

Frequency:

72 Hz

Frequency:

Engine:

Hatz 1B20

Engine:

Hatz 1B30

Engine:

Hatz 1B30

Engine:

81,9 Hz
Honda GX160

Frequency:
Engine:

81,9 Hz
Hatz 1B20

Frequency:
Engine:

81,9 Hz
Honda GX160

Displacement:

232 cc

Displacement:

347 cc

Displacement:

347 cc

Displacement:

163 cc

Displacement:

232 cc

Displacement:

163 cc

Max. power:

3,4 kW

Max. power:

5,6 kW

Max. power:

5,6 kW

Max. power:

4,1 kW

Max. power:

3,4 kW

Max. power:

4,1 kW

Fuel:

4-stroke diesel

GPR3558D
REVERSIABLE PLATE
Weight:

195 kg

Fuel:

4-stroke diesel

GPR4560D
REVERSIABLE PLATE
Weight:

345 kg

Fuel:

4-stroke diesel

GPR5575D
REVERSIABLE PLATE
Weight:

430 kg

Fuel:

4-stroke gasoline

GPR5575E
E-REVERSIABLE PLATE
Weight:

480 kg

Fuel:

4-stroke diesel

GPR6785D
REVERSIABLE PLATE
Weight:

485 kg

Fuel:

4-stroke benzine

GR2163G
VIBRATORY ROLLER
Weight:

90 kg

Centrifugal force:

35 kN

Centrifugal force:

45 kN

Centrifugal force:

55 kN

Centrifugal force:

55 kN

Centrifugal force:

67 kN

Centrifugal force:

19 kN

Operating width:

58 cm

Operating width:

60 cm

Operating width:

75 cm

Operating width:

75 cm

Operating width:

85 cm

Operating width:

63 cm

Frequency:

72 Hz

Frequency:

73 Hz

Frequency:

73 Hz

Frequency:

70 Hz

Frequency:

95 Hz

Frequency:
Engine:

81,9 Hz
Hatz 1B20

Engine:

Hatz 1B30

Engine:

Hatz 1D42

Engine:

Qtronic

Displacement:

232 cc

Displacement:

347 cc

Displacement:

445 cc

Full Electric:

48 V

Max. power:

3,4 kW

Max. power:

5,6 kW

Max. power:

7,5 kW

Max. power:

10 kW

Fuel:
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4-stroke diesel

Fuel:

4-stroke diesel

Fuel:

4-stroke diesel

RPM:

3150 RPM

Engine:
Displacement:
Max. power:
Fuel:

Hatz 1D81
667 cc
10,3 kW
4-stroke diesel

Engine:

Honda GX160

Engine capacity:

163 cc

Max. power:

4.1 kW

Fuel:

4-stroke gasoline
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TRANSPORT WHEEL SET
STANDARD

PU-PAD
OPTION

PROTECTIVE BRACKET
OPTION

Easily move your vibratory plate with
this handy set of transport wheels.
The two wheels are easy to mount on
both sides of your GIANT vibratory
plate, after which you can easily move
it. The transport wheels fit on almost
all vibratory plates and this means
that the vibratory plate no longer
has to be lifted, which makes a huge
difference.

The PU-PAD (polyurethane) for GIANT
vibratory plates is available in several
sizes and has the advantage that the
vibratory mat is flexible, strong and
wear-resistant at the same time. The
mat is easy to assemble yourself
using the supplied bolts and nuts. The
metal strip on the front keeps the mat
perfectly in place.

The GP1345G and GP1545G can be
equipped with a protective bracket.
The bracket is easy to assemble and
makes it easy to transport the GIANT
vibratory plate. The bracket makes it
easy to lift the vibratory plate into the
loading platform or trailer, for example.
Furthermore, the machines are easy
to pull around the bend.

Article number and version number:
P0013GCE00EN V121

TOBROCO-GIANT
Industrielaan 2
5061 KC Oisterwijk (The Netherlands)
Tel.: +31 (0)13-5211212
Fax: +31 (0)13-5234045
Internet: www.tobroco-giant.com
E-Mail: info@tobroco-giant.com
All technical data in this brochure refer to under Central European operating conditions tested series models and describe the standard
functions. Specifications and their modes of operation, as well as accessories, depend on the model and the options of the product, as well
as country-specific regulations in the country of sale. Images may show non - listed or non standard available products. The descriptions,
illustrations, weights and technical data are not binding and are in accordance with the state of the art at the time of going to press.
Changes in the design, equipment, optics and technology are due to the continuous development of its products without prior notice. Do
you need special functions which are only available through the use of additional components and / or under special circumstances, please
contact us! We will be happy to answer your questions and let you know whether and under what conditions regarding the product and
the environmental conditions special functions are realizable. When doubts about the capacity or the performance of our products under
special circumstances, we recommend to perform under controlled conditions. Testing activities despite the utmost care, we cannot rule
out deviations from illustrations or dimensions, calculation errors, misprints or omissions in this brochure. We therefore accept no liability
for the correctness and completeness of the information contained in this brochure. As part of our General Terms and Conditions, we
guarantee the proper functioning of our products. Furthermore Linear guarantees we provide in principle. A further liability than outlined in
our Terms and Conditions is excluded.

www.facebook.com/tobrocogiant

www.tobroco-giant.com

www.instagram.com/tobrocogiant

www.youtube.com/tobrocogiant

